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Sir: 

Nfr. Dan Tucker provided me wilh a signed affidavit vsiierein he 
compares tiie original Hot Flush machine and the new HF345S. I have reviewed 
our records and further based upon my personal first hand knowledge, I know that 
Mr. Dan Tucker owns and had owned for many years an original Hot Flush 
machine which is designed to use a reverse flow direction for an extended period 
of time. I know him to be very skilled in the art of flushing transmission coolers. I 
know that Mr. Dan Tucker owns a new HF345S and it is configured to provide 
for the veiy quick reversal and re-reversal of flow direction through the 
transmission cooler. I have not compensated Mr. Dan Tucker for his affidavit 
nor do I intend to reward him in anj^y for providing me with the affidavit. 



Mr. Dan Tucker was originally quite skeptical of how the new HF345S would 
perform with its dramatically limited reverse flow time, until he was able to see 
the increased amount of contamination it was able to remove in less time. 
Signed on this day of tfbi/ , 2005. 



STATE OF IOWA 



) ss 

COUNTY OF cUrrkitwyo^ ) 




Demiis Hansen 



On this ^--day of , 2005, before me, a Notary Public in and for 

said County and State, personally q)peared \>Av».t^'j gvV>a>«» to me personally 
known, who being by me duly sworn, did say that he acknowledged the execution 
of the foregoing instrument to be his voluntary act and deed 



Notary Public in and for the state of LQwA 



,v3^ft* SUSAN E. UNDERWOOD 

o Jl% Commission Number 728197 



L. My Commission Expires 
75g April 29. 2007 



AFFIDAVIT . 

L Dan Tucker own the original Hot Flush machine model number 

HF300 ^which uses a slow reversing cycle. By slow reversing cycle, I mean 

it is programmed to operate in one direction tiirough the transmission cooler for 
four minutes, then it reverses direction and operates in the reverse direction 
through the transmission cooler for four minutes. This device has performed 
satisfactorily for many years, but there were still numerous problems which 
resulted from a failure to remove contaminants from the transmission fluid in the 
transmission cooler. I have used this original Hot Flush machine for 
six years. I consider myself to very be familiar with its. design, operation and 
performance. I also consider myself ^ to be^ skilled in the art of flushing 
transmission coolers. 

I now also own the new Hot Flush HF345S which uses the very high speed 
flow direction reversal. This product dramatically outperforms my original Hot 
Flush machine. This machine is progranuned to change the direction of fluid flow 
through the transmission cooler in three seconds. 

I have used the new HF345S for four years and consider myself to very be 
familiar with its design, operation and performance. 



I have personally cleaned a transmission cooler using the original Hot Flush 
machine with the slow reversal and cleaned it as best that I believe I could with 
this original Hot Flush machine. 

I then immediately hooked up the new HF345S to the same transmission 
cooler and used it with its very high speed flow direction reversal valves and was 
able to remove a considerable amount of additional material, almost all of which I 
believe would not have been able to be removed using the original Hot Flush 
machine regardless of how long I might have continued to use the original Hot 
Flush machine. 

I believe the very high speed reversal of the flow direction of transmission 
fluid through the transmission cooler is what causes the additional contaminants to 
become dislodged and removed, because the original Hot Flush and the HF345S 
otherwise operate in a very similar manner. 

I believe that the HF345S with its rapid flow direction reversal dramatically 
outperforms the original Hot Flush unit. 





